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1Technical Information

1. Summary

Part : Technical Information

Indoor Unit

Outdoor Unit

Remote Controller:



2 Technical Information

Model 

Product Code CB434014900
CB432022800

Power Supply

Rated Voltage V~ 220-240

Rated Frequency Hz 50

Phases 1

Power Supply Mode Outdoor

Cooling Capacity(Min~Max) W 8840

Heating Capacity(Min~Max) W 9260

Cooling Power Input(Min~Max) W 2430

Heating Power Input(Min~Max) W 2350

Cooling Power Current A 11

Heating Power Current A 10.4

Rated Input W 3700

Rated Current A 11

Air Flow Volume(SH/H/MH/M/ML/L/SL) m3/h 1600/1300/1200/1100/950/850/-

Dehumidifying Volume L/h 3

EER W/W 3.64

COP W/W 3.94

SEER W/W /

SCOP W/W /

Application Area m2 35-52

Indoor  Unit 

Model of indoor unit

Indoor Unit Product Code CB434N14900
CB432N22800

Fan Type

Diameter Length(DXL) mm

Fan Motor Cooling Speed (SH/H/MH/M/
ML/L/SL) 

r/min 1550/1300/1200/1100/1000/950/850 

Fan Motor Heating Speed (SH/H/MH/M/
ML/L/SL) 

r/min 1550/1300/1200/1100/1000/950/900

Output of Fan Motor W 70

Fan Motor RLA A 0.28

Fan Motor Capacitor /

Evaporator Form Aluminum Fin-copper Tube

Pipe Diameter mm

mm 2-1.5

Coil Length (LXDXW)  mm 1074X25.4X381

Swing Motor Model MP24BA/MP24CC/MP24CE

Output of Swing Motor W 1.5/1.5/1.5

Fuse A 5

Sound Pressure Level (SH/H/MH/M/ML/
L/SL) 

dB (A) 57/53/51/48/44/43/40

Sound Power Level (SH/H/MH/M/ML/L/
SL) 

dB (A) 67/63/61/58/54/53/50

Dimension (WXHXD) mm 1350X326X253

Dimension of Carton Box (LXWXH) mm 1438X418X352

Dimension of Package (LXWXH) mm 1441X421X367

Net Weight  kg 18.5

Gross Weight kg 23
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The above data is subject to change without notice. Please refer to the nameplate of the unit.

Outdoor Unit 

Model of Outdoor Unit

Outdoor Unit Product Code CB434W14900

Compressor Manufacturer/Trademark ZHUHAI LANDA COMPRESSOR CO., LTD

Compressor Model QXFS-D25zX090H

Compressor Oil FW68DA

Compressor Type Rotary

Compressor L.R.A A 24

Compressor RLA  A 12.50(60Hz)

Compressor Power Input W 2420 (60Hz)

Overload Protector 1NT11L-6233/ HPC115/95U1 /KSD115

Throttling Method Electron expansion valve

Operation temp OC 16~30

Ambient temp (cooling) OC 16~48

Ambient temp (heating) OC 2~24

Condenser  Form Aluminum Fin-copper Tube

Pipe Diameter mm

mm 3-1.5

Coil Length (LXDXW)  mm 994X57.1X748

Fan Motor Speed rpm 880

Output of Fan Motor W 90

Fan Motor RLA  A 0.65

Fan Motor Capacitor /

Air Flow Volume of Outdoor Unit m3/h 4000

Fan Type

Fan Diameter mm

Defrosting Method Automatic Defrosting

Climate Type T1

Isolation I

Moisture Protection IPX4

Permissible Excessive Operating 
Pressure for the Discharge Side

MPa 4.3

Permissible Excessive Operating 
Pressure for the Suction Side

MPa 2.5

Sound Pressure Level (H/M/L) dB (A) 62/-/-

Sound Power Level (H/M/L) dB (A) 72/-/-

Dimension (WXHXD) mm 1003X790X427

Dimension of Carton Box (LXWXH) mm 1080X485X840

Dimension of Package (LXWXH) mm 1083X488X855

Net Weight  kg 65

Gross Weight kg 70

Refrigerant R410A

Refrigerant Charge kg 2.3

Connection 
Pipe

Length m 7.5

Gas Additional Charge mm 50

Outer Diameter Liquid Pipe mm

Outer Diameter Gas Pipe mm

Max Distance Height m 10

Max Distance Length m 25

Note:The connection pipe applies metric diameter.
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2.2 Operation Characteristic Curve

2.3 Capacity Variation Ratio According to Temperature

Cooling Heating

Heating operation ambient temperature range is 2°C~24°C
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2.4 Cooling and Heating Data Sheet in Rated Frequency

Instruction:
T1: Inlet and outlet pipe temperature of evaporator
T2: Inlet and outlet pipe temperature of condenser
P: Pressure at the side of big valve
Connection pipe length: 7.5 m.

Rated cooling 
condition(°C) 

(DB/WB) Model 

Pressure of gas pipe 
connecting indoor and 

outdoor unit 

Inlet and outlet pipe 
temperature of heat 

exchanger
Fan speed of 

indoor unit
Fan speed of 
outdoor unit 

Compressor 
frequency 

(Hz)
Indoor Outdoor P (MPa) T1 (°C) T2 (°C)

27/19 35/24 36K 0.9 to 1.2 12 to 14 43 to 41 Super High High 56

Rated heating 
condition(°C) 

(DB/WB) Model 

Pressure of gas pipe 
connecting indoor and 

outdoor unit 

Inlet and outlet pipe 
temperature of heat 

exchanger
Fan speed of 

indoor unit
Fan speed of 
outdoor unit 

Compressor 
frequency 

(Hz)
Indoor Outdoor P (MPa) T1 (°C) T2 (°C) 

20/- 7/6 36K 2.0 to 2.5 40 to 39 2 to 5 Super High High 60

Cooling:

Heating:
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3. Outline Dimension Diagram

3.1 Indoor Unit



7Technical Information

3.2 Outdoor Unit
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4. Refrigerant System Diagram

Liquid pipe:1/4" (6mm) 
Gas pipe:5/8" (16mm)



9Technical Information

5. Electrical Part

5.1 Wiring Diagram

Symbol Symbol Color Symbol Symbol Color Symbol Name

WH White GN Green CAP Jumper cap

YE Yellow BN Brown COMP Compressor

RD Red BU Blue Grounding wire

YEGN Yellow/Green BK Black / /

VT Violet OG Orange / /

Note: Jumper cap is used to determine fan speed and the swing angle of horizontal lover for this model.

60000700130505
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60000706170802

These circuit diagrams are subject to change without notice, please  refer to the one supplied with the unit.
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5.2 PCB Printed Diagram

Indoor Unit

Top view

Bottom view
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Outdoor Unit
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6.4 Brief Description of Modes and Functions
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Appendix:

2.Min. length of connection pipe is 3m.

4.The additional refrigerant oil and refrigerant charging required after prolonging connection pipe

each additional 5m of connection pipe.

refrigerant charging amount per meter is different according to the diameter of liquid pipe. See the following sheet.

Appendix 1: Reference Sheet of Celsius and Fahrenheit

Set temperature

Conversion formula for Fahrenheit degree and Celsius degree: Tf=Tcx1.8+32

Ambient temperature

 Fahrenheit 
display 

temperature
(oF)

Fahrenheit
(oF) Celsius(oC)

 Fahrenheit 
display 

temperature
(oF)

Fahrenheit
(oF) Celsius(oC)

 Fahrenheit 
display 

temperature
(oF)

Fahrenheit
(oF) Celsius(oC)

32/33 32 0 55/56 55.4 13 79/80 78.8 26
34/35 33.8 1 57/58 57.2 14 81 80.6 27

36 35.6 2 59/60 59 15 82/83 82.4 28
37/38 37.4 3 61/62 60.8 16 84/85 84.2 29
39/40 39.2 4 63 62.6 17 86/87 86 30
41/42 41 5 64/65 64.4 18 88/89 87.8 31
43/44 42.8 6 66/67 66.2 19 90 89.6 32

45 44.6 7 68/69 68 20 91/92 91.4 33
46/47 46.4 8 70/71 69.8 21 93/94 93.2 34
48/49 48.2 9 72 71.6 22 95/96 95 35
50/51 50 10 73/74 73.4 23 97/98 96.8 36
52/53 51.8 11 75/76 75.2 24 99 98.6 37

54 53.6 12 77/78 77 25

 Fahrenheit 
display 

temperature
(oF)

Fahrenheit
(oF) Celsius(oC)

 Fahrenheit 
display 

temperature
(oF)

Fahrenheit
(oF) Celsius(oC)

 Fahrenheit 
display 

temperature
(oF)

Fahrenheit
(oF) Celsius(oC)

61 60.8 16 69/70 69.8 21 78/79 78.8 26
62/63 62.6 17 71/72 71.6 22 80/81 80.6 27
64/65 64.4 18 73/74 73.4 23 82/83 82.4 28
66/67 66.2 19 75/76 75.2 24 84/85 84.2 29

68 68 20 77 77 25 86 86 30

Additional refrigerant charging amount for R22, R407C, R410A and R134a
Diameter of connection pipe Outdoor unit throttle

Liquid pipe(mm) Gas pipe(mm) Cooling only(g/m) Cooling and heating(g/m)
15 20
15 50
30 120
60 120

/ 250 250
/ 350 350
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F:Inspection

port again according to the steps above.

Improper pipe expanding is the main cause of refrigerant leakage.Please 
expand the pipe according to the following steps:

A:Cut the pip

B:Remove the burrs

C:Put on suitable insulating pipe

D:Put on the union nut

the union nut on the pipe.

E:Expand the port

Outer diameter(mm)
A(mm)

Max Min
1.3 0.7
1.6 1.0
1.8 1.0
2.4 2.2

Appendix 3: Pipe Expanding Method

Note:

Note:
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Appendix 4: List of Resistance for Temperature Sensor

Resistance Table of Ambient Temperature Sensor for Indoor and Outdoor (15K)

Temp(oC) Temp(oC) Temp(oC) Temp(oC)

-19 138.1 20 18.75 59 3.848 98 1.071

-18 128.6 21 17.93 60 3.711 99 1.039

-17 121.6 22 17.14 61 3.579 100 1.009

-16 115 23 16.39 62 3.454 101 0.98

-15 108.7 24 15.68 63 3.333 102 0.952

-14 102.9 25 15 64 3.217 103 0.925

-13 97.4 26 14.36 65 3.105 104 0.898

-12 92.22 27 13.74 66 2.998 105 0.873

-11 87.35 28 13.16 67 2.896 106 0.848

-10 82.75 29 12.6 68 2.797 107 0.825

-9 78.43 30 12.07 69 2.702 108 0.802

-8 74.35 31 11.57 70 2.611 109 0.779

-7 70.5 32 11.09 71 2.523 110 0.758

-6 66.88 33 10.63 72 2.439 111 0.737

-5 63.46 34 10.2 73 2.358 112 0.717

-4 60.23 35 9.779 74 2.28 113 0.697

-3 57.18 36 9.382 75 2.206 114 0.678

-2 54.31 37 9.003 76 2.133 115 0.66

-1 51.59 38 8.642 77 2.064 116 0.642

0 49.02 39 8.297 78 1.997 117 0.625

1 46.6 40 7.967 79 1.933 118 0.608

2 44.31 41 7.653 80 1.871 119 0.592

3 42.14 42 7.352 81 1.811 120 0.577

4 40.09 43 7.065 82 1.754 121 0.561

5 38.15 44 6.791 83 1.699 122 0.547

6 36.32 45 6.529 84 1.645 123 0.532

7 34.58 46 6.278 85 1.594 124 0.519

8 32.94 47 6.038 86 1.544 125 0.505

9 31.38 48 5.809 87 1.497 126 0.492

10 29.9 49 5.589 88 1.451 127 0.48

11 28.51 50 5.379 89 1.408 128 0.467

12 27.18 51 5.197 90 1.363 129 0.456

13 25.92 52 4.986 91 1.322 130 0.444

14 24.73 53 4.802 92 1.282 131 0.433

15 23.6 54 4.625 93 1.244 132 0.422

16 22.53 55 4.456 94 1.207 133 0.412

17 21.51 56 4.294 95 1.171 134 0.401

18 20.54 57 4.139 96 1.136 135 0.391

19 19.63 58 3.99 97 1.103 136 0.382
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Resistance Table of Tube Temperature Sensors for Indoor and Outdoor (20K)

Temp(oC) Temp(oC) Temp(oC) Temp(oC)

-19 181.4 20 25.01 59 5.13 98 1.427

-18 171.4 21 23.9 60 4.948 99 1.386

-17 162.1 22 22.85 61 4.773 100 1.346

-16 153.3 23 21.85 62 4.605 101 1.307

-15 145 24 20.9 63 4.443 102 1.269

-14 137.2 25 20 64 4.289 103 1.233

-13 129.9 26 19.14 65 4.14 104 1.198

-12 123 27 18.13 66 3.998 105 1.164

-11 116.5 28 17.55 67 3.861 106 1.131

-10 110.3 29 16.8 68 3.729 107 1.099

-9 104.6 30 16.1 69 3.603 108 1.069

-8 99.13 31 15.43 70 3.481 109 1.039

-7 94 32 14.79 71 3.364 110 1.01

-6 89.17 33 14.18 72 3.252 111 0.983

-5 84.61 34 13.59 73 3.144 112 0.956

-4 80.31 35 13.04 74 3.04 113 0.93

-3 76.24 36 12.51 75 2.94 114 0.904

-2 72.41 37 12 76 2.844 115 0.88

-1 68.79 38 11.52 77 2.752 116 0.856

0 65.37 39 11.06 78 2.663 117 0.833

1 62.13 40 10.62 79 2.577 118 0.811

2 59.08 41 10.2 80 2.495 119 0.77

3 56.19 42 9.803 81 2.415 120 0.769

4 53.46 43 9.42 82 2.339 121 0.746

5 50.87 44 9.054 83 2.265 122 0.729

6 48.42 45 8.705 84 2.194 123 0.71

7 46.11 46 8.37 85 2.125 124 0.692

8 43.92 47 8.051 86 2.059 125 0.674

9 41.84 48 7.745 87 1.996 126 0.658

10 39.87 49 7.453 88 1.934 127 0.64

11 38.01 50 7.173 89 1.875 128 0.623

12 36.24 51 6.905 90 1.818 129 0.607

13 34.57 52 6.648 91 1.736 130 0.592

14 32.98 53 6.403 92 1.71 131 0.577

15 31.47 54 6.167 93 1.658 132 0.563

16 30.04 55 5.942 94 1.609 133 0.549

17 28.68 56 5.726 95 1.561 134 0.535

18 27.39 57 5.519 96 1.515 135 0.521

19 26.17 58 5.32 97 1.47 136 0.509



81Installation and Maintenance

Resistance Table of Discharge Temperature Sensor for Outdoor (50K)

Temp(oC) Temp(oC) Temp(oC) Temp(oC)

-29 853.5 10 98 49 18.34 88 4.75

-28 799.8 11 93.42 50 17.65 89 4.61

-27 750 12 89.07 51 16.99 90 4.47

-26 703.8 13 84.95 52 16.36 91 4.33

-25 660.8 14 81.05 53 15.75 92 4.20

-24 620.8 15 77.35 54 15.17 93 4.08

-23 580.6 16 73.83 55 14.62 94 3.96

-22 548.9 17 70.5 56 14.09 95 3.84

-21 516.6 18 67.34 57 13.58 96 3.73

-20 486.5 19 64.33 58 13.09 97 3.62

-19 458.3 20 61.48 59 12.62 98 3.51

-18 432 21 58.77 60 12.17 99 3.41

-17 407.4 22 56.19 61 11.74 100 3.32

-16 384.5 23 53.74 62 11.32 101 3.22

-15 362.9 24 51.41 63 10.93 102 3.13

-14 342.8 25 49.19 64 10.54 103 3.04

-13 323.9 26 47.08 65 10.18 104 2.96

-12 306.2 27 45.07 66 9.83 105 2.87

-11 289.6 28 43.16 67 9.49 106 2.79

-10 274 29 41.34 68 9.17 107 2.72

-9 259.3 30 39.61 69 8.85 108 2.64

-8 245.6 31 37.96 70 8.56 109 2.57

-7 232.6 32 36.38 71 8.27 110 2.50

-6 220.5 33 34.88 72 7.99 111 2.43

-5 209 34 33.45 73 7.73 112 2.37

-4 198.3 35 32.09 74 7.47 113 2.30

-3 199.1 36 30.79 75 7.22 114 2.24

-2 178.5 37 29.54 76 7.00 115 2.18

-1 169.5 38 28.36 77 6.76 116 2.12

0 161 39 27.23 78 6.54 117 2.07

1 153 40 26.15 79 6.33 118 2.02

2 145.4 41 25.11 80 6.13 119 1.96

3 138.3 42 24.13 81 5.93 120 1.91

4 131.5 43 23.19 82 5.75 121 1.86

5 125.1 44 22.29 83 5.57 122 1.82

6 119.1 45 21.43 84 5.39 123 1.77

7 113.4 46 20.6 85 5.22 124 1.73

8 108 47 19.81 86 5.06 125 1.68

9 102.8 48 19.06 87 4.90 126 1.64




